
eILCD-example - LDPE injection moulding parts model;production mix, at plant;5 parts at 0.2 kg/part
Process plan:Reference quantities
The names of the basic processes are shown.

Plastic granulate
(unspecified) 1,02 kg1,02 kg

Plastic (w ithout
metal; unspecific)

0,02 kg

Poly ethy lene low
linear density
granulate
(LLDPE/PE-LLD)

1,02 kg
Electricity

0,012 MJ

6,003 MJ

5,99 MJ

Electricity high
v oltage

0,0159 MJ

pGLO: Rail transport
cargo - Electric - sample

XpDE: Plastic injection
moulding part (unspecific) -
sample <u-so>

EU-27: Polyethylene
Linear Low Density
Granulate (LLDPE/PE-LLD) -
sample

DE: Electricity grid mix -
sample

pDE: Washing (plastic
recycling) - sample <u-so>

DE: Electricity grid mix -
sample

DE: End-of-life
treatment of injection
moulding machine

4,00E-6 kg
EoL plas�c

injection machine

10062015-184a-41b8-8fa6-49e999cbd101

flow UUID

internal ID

process UUID

model UUID

1 2

3 6

4
5

0

24b22ed7-6187-4bea-b8b1-eccbfc267cb9

23dd327f-d58e-42da-82ac-351c42df0127
e642549a-ed92-4db7-a877-5b53e5acdd8c

e38740ed-4e9e-4f4c-ae17-251ca7442c58

ecf3ceb8-1907-482e-8550-efd5c1f970e9

e38740ed-4e9e-4f4c-ae17-251ca7442c58ddfe862-e580-47ab-a248-b62c6f4323d4


