
eILCD-example - LDPE injection moulding parts model;production mix, at plant;5 parts at 0.2 kg/part
Process plan:Reference quantities
The names of the basic processes are shown.

Plastic granulate
(unspecified) 1,02 kg1,02 kg

Plastic (w ithout
metal; unspecific)

0,02 kg

Poly ethy lene low
linear density
granulate
(LLDPE/PE-LLD)

1,02 kg
Electricity

0,012 MJ

6,003 MJ

5,99 MJ

Electricity high
v oltage

0,0159 MJ

pGLO: Rail transport
cargo - Electric - sample

XpDE: Plastic injection
moulding part (unspecific) -
sample <u-so>

EU-27: Polyethylene
Linear Low Density
Granulate (LLDPE/PE-LLD) -
sample

DE: Electricity grid mix -
sample

pDE: Washing (plastic
recycling) - sample <u-so>

DE: Electricity grid mix -
sample

DE: End-of-life
treatment of injection
moulding machine

4,00E-6 kg
EoL plas�c

injection machine

10062015-184a-41b8-8fa6-49e999cbd101

flow UUID

internal ID

process UUID

model UUID

9f8f445c-e172-49f6-8881-bcf2a9824588

8b675989-edc7-4f86-a0e1-ce4a675346df

dad7268b-41ef-46e0-9641-48e431bbf937

885d2a57-b6ca-4188-b6ff-618435ada8e0

890a70b7-b677-4e2a-8a1b-7d017e0a10ae

890a70b7-b677-4e2a-8a1b-7d017e0a10ae

a1ff365a-b063-4993-9ddc-6c68dd45ff81

a1ff365a-b063-4993-9ddc-6c68dd45ff81
890a70b7-b677-4e2a-8a1b-7d017e0a10ae

890a70b7-b677-4e2a-8a1b-7d017e0a10ae

598e8a3b-c1e5-49d2-8305-176bfd0af3c2

1d0243cc-b9f4-4c91-b3e6-cb69067b9e82

76013e3e-e074-4452-b1da-7d47842345a8


